T

FILL WITH GROUT AND CROWN TOP %" x 5H%6” DIAMETER CAP PLATE
SEAL WELD ALL AROUND
y . 6” RETROREFLECTIVE ENGINEER’S 5" DIA. STEEL GUARD POST SCH. 40 ——_| I
© TAPE (3M HIGH DENSITY YELLOW
2 - PRESSURE SENSITIVE TAPE OR | 2
<5 : APPROVED EQUIVALENT), TYP. e
a2 %" A—36 STEEL COLLAR 2|® — REMOVAL HOLES
= 4” OR 6” DIA. STEEL GUARD POST, 5Me” ID x 7'%6”0D. FILLET WELD / Sle SEE NOTE 2
Wi SCH. 40, GALVANIZED TO GUARD POST BOTH SIDES, 4 Sla
% % ALL AROUND % 9 FINISHED
x : » © GRADE,
< : . 1" SLEEVE PROJECTION < v,
;»/ /\

EXISTING

GRADE,

TYP.
CLASS B
CONCRETE

PER SECT. 725

oo [N 3" CLEAR
4/ J—— » 3 MIN. TYP. *L
CLASS B 3” MIN. TYP.
CONCRETE PER 6" DIA. x 34" SCH. 40
SECT. 725 GROUND SLEEVE WITH
Y%” x 6%6” CAP PLATE.
SEAL WELD ALL AROUND
TYPE 1 PERMANENT TYPE 2 REMOVABLE
NOTES
1. BOLLARDS SHALL HAVE A HEIGHT OF 3 FEET OR BE EQUAL TO THE
HEIGHT OF THE BACK SCREEN WALL OF BIN ENCLOSURES. POSTS
SHALL BE PLACED A MINIMUM OF 4” FROM THE WALL.
2. REMOVABLE POSTS SHALL HAVE 1” DIA. HOLES DRILLED THROUGH AT
A DISTANCE /% THE OVERALL POST LENGTH FROM TOP.
3. REMOVABLE POST — GRIND SMOOTH ALL SHARP EDGES PRIOR TO
GALVANIZATION. GALVANIZE PER ASTM A54 AFTER FABRICATION.
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"HIGH INTENSITY GRADE” N
RETROREFLECTIVE SHEETING I

=(

It~
1]

36" — 48"

BLACK HIGH IMPACT
RESISTANT PLASTIC
MATERIAL

HIGH IMPACT RESISTANT
PLASTIC MATERIAL \

BASE
\ \

POST

48"

CONCRETE OR
AC PAVEMENT

S xS IR R
NTRBTT P

TYPE 1 SURFACE MOUNT

AV

TYPE 2 GROUND MOUNT

NOTES

1. CONTRACTOR SHALL CLEAN ROADWAY SURFACE PRIOR TO PLACEMENT OF FLEXIBLE

TUBULAR MARKER.

2. FLEXIBLE TUBULAR MARKERS SHALL BE INSTALLED WITH AN ADHESIVE AS PER TUBULAR

MARKER MANUFACTURER'S SPECIFICATIONS.

3. YELLOW TUBULAR MARKERS SHALL HAVE A YELLOW POST AND YELLOW "HIGH INTENSITY
GRADE” RETROREFLECTIVE SHEETING. ORANGE TUBULAR MARKERS SHALL HAVE AN

ORANGE POST AND WHITE HIGH INTENSITY RETROREFLECTIVE SHEETING.
4. POST SHALL BE FLEXIBLE, HIGH IMPACT RESISTANT PLASTIC MATERIAL.

5. BASE SHALL BE CEMENTED TO SURFACE WITH EPOXY MATERIAL AS RECOMMENDED BY

THE MANUFACTURER.
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